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Stainless Steel Ball Valve (BA260)
Carbon Steel Ball Valve (BA261)

Full Port
1000 WOG

Air to Air Actuator Pneumatic Actuator
Blow-Out Proof Stem

Specifications: MSS SP-110

BA260LDA/BA261LDA ¼”-3”

•	CF8M (316 SS) or WCB two-piece full port

•	SS ball and stem

•	RPTFE seats and PTFE packing

•	1000 psig rated @ 100°F / 150 psi SWP

•	Temp range: -20° to 450°F

•	Double-acting actuator sized for 80 psi air supply

•	120V four-way NEMA 4/4x NAMUR mounted solenoid

•	For on/off service

AIR TO AIR ACTUATOR ASSEMBLY DIMENSIONS
VALVE MODEL DIMENSIONS IN INCHES

Size Actuator A B C D E
1/4 MC2C 5.79 5.27 2.64 2.81 0.42
3/8 MC2C 5.79 5.27 2.64 2.81 0.50
1/2 MC2C 5.79 5.27 2.64 2.81 0.59
3/4 MC2C 5.79 5.55 2.76 2.81 0.79
1 MC2C 5.79 5.90 3.35 2.81 0.98

1 1/4 MC2C 5.79 6.10 3.70 2.81 1.26
1 1/2 MC3C 6.61 7.03 4.13 3.27 1.50

2 MC5C 7.24 7.77 4.92 3.74 1.97
2 1/2 MC7C 8.03 9.07 6.10 4.05 2.50

3 MC10C 10.31 9.68 6.81 4.27 2.99

* Stainless steel model shown. Carbon Steel model will have “WCB” body markings


